
 
 

September 22, 2009 
 
 

Allen Knapp, Onsite Program Manager 
Division of Onsite Sewage and Water Services  
Virginia Department of Health 
109 Governor St. 
Richmond, VA 23219 
 
Dear Sir: 
 
Subject:  Multi‐Flo FTB‐Series Submittal in Accordance with GMP 147 
 
I  am  pleased  to  submit  the  Multi‐Flo  FTB‐Series  for  approval  under  GMP  147, 
“Interim  Policy  to  Implement  Section  448  of  the  Sewage  Handling  and  Disposal 
Regulations.”    The Multi‐Flo  series  is  already  approved  for  general use  in Virginia.  
The Multi‐Flo  FTB‐Series  has  been  in  continuous  service  for  almost  four  decades, 
providing consistent reliable services for tens of thousands of customers.  We request 
your prompt review and approval to use our products in accordance with GMP 147. 
 
Attached you will find a certification from a professional engineer licensed in Virginia, 
a copy of our “Engineering Manual, and a copy of our 2004 “Multi‐Flo Performance” 
paper.  Our engineering manual contains copies of design, installation, operation and 
maintenance,  and  Owner’s  manuals.    Collectively,  these  manuals  detail  control 
functions  for  treatment,  recommended  schedules and activities  for monitoring and 
inspection,  expected  use  and  design  limits,  and  other  information  necessary  to 
design, install, operate, and maintain a Multi‐Flo system. 
 
Please  advise  when  you  review  is  complete.    I  look  forward  to  executing  the 
Memorandum of Understanding and Agreement to monitor up to 20 installations for 
twelve months  and  reporting  their  results.    Third‐party  performance  data may  be 
provided  from  other  installations.    I  understand  that  I  will  be  bound  by  all 
requirements listed in the Agreement. 
 
Sincerely, 

 
Jeff Coomer 
Vice President  
Consolidated Treatment Systems, Inc 
 
 
Attachments 

3‐Engineering, LLC Certification 
Multi‐Flo Engineering Manual 
Manufacturer Agreement 



3-ENGINEERING, LLC 
1605 HANOVER AVENUE  RICHMOND, VIRGINIA  23220-3525 
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CERTIFICATE OF AUTHORIZATION PROFESSIONAL ENGINEER 

FLORIDA: 27166 FLORIDA:  56240 

NEW YORK 0006137 MARYLAND:  34767 

OHIO 03135 NEW YORK:  76692 

SOUTH CAROLINA: 3536 OHIO:  65162 

VIRGINIA: 0407 004914 SOUTH CAROLINA:  25720 

  VIRGINIA:  38597 

  WISCONSIN:  26990 

September 22, 2009 
 
 

Allen Knapp, Onsite Program Manager 
Division of Onsite Sewage and Water Services  
Virginia Department of Health 
109 Governor St. 
Richmond, VA 23219 
 
Dear Sir: 
 
Subject: Multi-Flo FTB-Series Submittal in Accordance with GMP 147 
 
I was Director of Engineering for the manufacturer from 2000 until 2006 and have first-hand 
knowledge of the capabilities and limitations of the Multi-Flo FTB-Series.  I certify that in my 
professional opinion the Mult-Flo FTB-Series can be expected to produce effluent at the end-of-
pipe that will likely meet the treatment expectations identified within GMP 147 as it is 
promulgated on September 22, 2009.  I have reviewed the manufacturer’s O&M manual, and in 
my professional opinion, the manufacutrer’s maintenance schedule appears to accurately reflect 
the servicing and maiintenance need of the Multi-Flo FTB-Series. 
 
The Multi-Flo FTB-Series has achieved disinfection less than 2000 CFUs/100 mL without the 
need for additional disinfection.  The designer may specify the installation of a Salcor 3-G to 
provide additional disinfection.  The Salcor 3-G will be required if disinfection is not achieved.  
The Multi-Flo treatment system has been tested in conjunction with the Salcor 3-G and 
demonstrated to provide an effluent having less than 2000 CFUs/100 mL.  Information on the 
Salcor 3-G is included in the manufacturer’s submittal. 
 
Sincerely, 

 
Bennette D. Burks, P.E. 
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3-Engineering, LLC, 1605 Hanover Ave. Richmond, VA 23220
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To Be Determined--Certified Laboratories will be identified in proximity to installation sites to meet sampling, chain-of-custody, and time requirements.
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